














Attachment #1: Storm Summary Report 

Division of Emergency Management and Homeland Security     Page 1 

 

 

ATTACHMENT 1: STORM SUMMARY REPORT 
 

 

 

 

 

 

 

  

  

 

 
 

TORRENTIAL DOWNPOURS AND 
MAJOR FLOODING 

September 25 - 26, 2018 
 

 
   CONTENTS     PAGE 
 
   Executive Summary    1 
     

Weather Event Summary   1 
 

Return Frequency Analysis   5 
 
    
 
     
 

Executive Summary 
	 Division of Emergency Management and Homeland Security – 1111 Country Club Road, Middletown, CT 06457 

William J. Hackett, Commissioner   

National Weather Service Radar Rainfall Estimate September 25 - 26, 2018 



Attachment #1: Storm Summary Report 

Division of Emergency Management and Homeland Security     Page 2 

Executive Summary 

On September 25, 2018 southern Connecticut was impacted by an extremely heavy rainfall event that was 

largely un‐forecasted by most computer models.  The National Weather Service issued flash flood warnings 

as the event unfolded.  However, flood damage was unavoidable and extensive and heavy damage was 

reported in nearly a dozen towns.  Damage was reported to homes, businesses, vehicles, roads and bridges 

across a wide area of southern and eastern Connecticut.  Evacuations and water rescues were conducted in 

several towns.   

A total of 4” – 8.5” of rain fell in an 18‐hour period across portions of Connecticut with rainfall rates ranging 

from 1” – 3” per hour.  The intensity of the rainfall increased with each passing hour in many locations, 

which overwhelmed numerous catch basins in approximately 40 towns.  The runoff quickly filled and then 

overflowed streams and rivers causing major flooding on several rivers and streams.   

 

Weather Event Summary 

At noontime on September 25, 2018, a large 

complex of very heavy showers and a few 

thunderstorms located north of New York City 

began moving into southwestern CT.  Flood 

advisories were issued by the National Weather 

Service (NWS) Office at Brookhaven, Long Island 

at 12:02 PM for the southern half of Fairfield, 

New Haven, Middlesex and New London 

Counties.  At 12:58 PM, a flash flood warning 

was issued for southwestern Fairfield County.  At 

2:00 PM, the HRRR model indicated that over 6” 

of rainfall would occur in a thin band across 

central Fairfield County over the next 6 hours.  

The HRRR model as well as the GFS and NAM 

models forecasted a total of 1” – 2” of rainfall 

farther to the east over Middlesex and New 

London Counties later in the evening.   

During the period from 2:00 – 5:00 PM, heavy 

rainfall spread eastward and rainfall rates up to 

3” per hour occurred.  The NWS expanded the 

flash flood warning to cover the rest of Southern 

Fairfield County at 3:15 PM and east into 

Northern New Haven County at 4:45 PM.  

DEMHS issued an external weather update to all 

towns at 4:00 PM.  Small rivers and streams rose 

very quickly and major urban flooding was 

reported in several towns.   

NWS Radar Picture at 2:00 PM 

NWS Radar Picture at 5:00 PM 
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During the period from 5:00 – 10:00 PM, the bands of very heavy rainfall held together (which was not 

forecasted by either the HRRR, GFS or NAM models) and moved into southeastern CT.  The NWS issued a 

flash flood warning for southwestern New Haven County at 5:50 PM and for most of Middlesex County at 

6:31 PM.  At 7:36 PM the NWS expanded the flash flood warnings to the east and issued warnings for 

eastern Middlesex and western New London Counties.   

Rainfall rates up to 2” per hour began occurring in Middlesex and New London Counties.  Rivers, streams 

and urban areas quickly began flooding.  The severity of the flooding was aggravated by two factors; 1) rain 

earlier in the day had saturated the soils and filled brooks and streams nearly to bank‐full, and 2) the hourly 

rainfall rates (see graph below) increased each hour for 6 consecutive hours between 5:00 – 10:00 PM.  This 

increase in rates did not give catch basins, streams or rivers any opportunity to recover.     
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Hourly Rainfall at Norwich/Yantic, Connecticut ‐ Courtesy of the USGS 
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Radar Estimated Rainfall for September 25 – 26, 2018 
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Rivers and streams with Times of 

Concentration (TOCs) less than 6 hours 

were the most vulnerable to flooding 

during this event.  The TOC is the time it 

takes for runoff to flow from the 

headwaters of a river to an outlet such as 

another river or the ocean.  The graph to 

the right shows the very rapid rise that 

occurred on the Yantic River in Norwich, 

Connecticut.  The Yantic reached its sixth 

highest stage ever recorded at 12.53 feet. 

Other small rivers such as Sasco Brook in 

Westport and the Indian River in Clinton 

also experienced major flooding.    

 

Return Frequency Analysis 

The rainfall return frequencies based on Technical Paper #40 (see graph on the next page) ranged from 5 to 

95 years depending on the location and duration of the rainfall.  The individual TOCs of the rivers and 

streams impacted by this rainfall event were a critical factor that either aggravated or mitigated flooding.  

The most vulnerable rivers and streams had TOCs between 3 – 6 hours.  Rivers and streams such as Sasco 

Brook in Westport, the Indian River in Clinton and the Yantic River in Norwich all have TOCs in the 3 – 6 

hour range and all experienced major flooding.  Flood return frequencies ranged from 10 – 25 years on the 

smaller rivers and streams.  Note: Flood return frequencies are normally lower than rainfall return 

frequencies because some of the rainfall is absorbed by the soil and does not flow immediately into a river 

or stream.   

Smaller brooks with TOCs of less than 3 hours generally experienced flooding with a return frequency 

between 5 – 25 years.  Several towns reported damage to bridges and road washouts.   

Moderate to major urban flooding was also reported.  Multiple evacuations and water rescues occurred.   
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RAINFALL INTENSITY FREQUENCY GRAPH 
FOR YANTIC, CONNECTICUT 9/25/18 
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This graph was created using National Weather Service Technical Paper 
#40 “Rainfall Frequency Atlas of the United States” dated 1963.    Rainfall 
amounts (black octagons connected by a blue line) from the USGS Yantic 
rain gauge are plotted across a scale of return frequencies (red lines 
depicting each return frequency).     
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